SK Series
Miniature Slide Switches

Features/Benefits Typical Applications
= Broad range of products = Consumer electronics .
= Various circuit design, SPDT, 4P3T, Computer peripherals E._l

vertical, right angle = Telecommunication F T “ﬂj
= Compact miniature slide switch - Audio & visual equipment
= Shorting or non-shorting e Medical
e Custom design available - Automotive

SK‘13D21‘G 2RT 1P3T NON-SHORTING

Specifications

125402 .
o 304MAX CONTACT RATING: 0.3A @ 4 VDC
. INITIAL CONTACT RESISTANCE: 70 m ohms max.
05005 P INSULATION RESISTANCE: 100 M ohms min.
VR4
‘ ‘ NNV DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.
{ f ) \j OPERATING LIFE: 10,000 cycles with load
2380 OPERATING FORCE: 125 + 50 gf (1.23 + 0.49N)
025 ° |1
e 14 01 CARRIERTAPE 200 + 50 gf (1.96 + 0.49N)
. 2 o.zbz: 02| TRAVEL 3045 152 04 TRAVEL: 2 £ 0.3 mm
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3= ’ c o 2 OPERATING TEMPERATURE: -20°C to 70°C
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KNOB: PA (UL 94V-0)
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2 IRARRA *( " = CONTACT: Silver clad
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3 |d :%1 j - Al - 1 TERMINAL: Silver plated
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SCHEMATIC PIERCING PLAN

Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK—ZZDO].‘SG NS DPDT NON-SHORTING

104 Specifications
‘ 1 CONTACT RATING: 0.3A @ 30 VDC
BTVRA P~ - INITIAL CONTACT RESISTANCE: 30 m ohms max.
4$ $L T - INSULATION RESISTANCE: 100 M ohms min.
il TR - DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
" terminals and between the frame and terminal.
ah) A e ] S OPERATING LIFE: 10,000 cycles with load
p \3/ P DETAIL2:1 OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
- TRAVEL: 2 £ 0.3 mm
2 TRMEL - _ OPERATING TEMPERATURE: -20°C to 70°C
i Materials
i KNOB: POM
|t s FRAME: SPCC

CONTACT: Silver clad
TERMINAL: Silver plated
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SCHEMATIC PIERCING PLAN
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SK-22D05-G NS bppDT NON-SHORTING

4 Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 *+ 100 gf (2.45 + 0.98N)
TRAVEL: 2 + 0.3 mm

KDETAIL10:1 OPERATING TEMPERATURE: -20°C to 70°C
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Materials

KNOB: POM

FRAME: SPCC

3 CONTACT: Silver clad
TERMINAL: Silver plated
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T 2013 / Dimensions are shown:mm
M 6008 Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK—ZZDOG—G NS DPDT NON-SHORTING
14 Specifications
CONTACT RATING: 0.3A @ 30 VDC
W INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

M 1 ‘ DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
e terminals and between the frame and terminal.

PDETAL2:1 OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)

| 125 | TRAVEL: 2 £ 0.3 mm

KDETAL2:1 OPERATING TEMPERATURE: -20°C to 70°C

COMAX
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‘ - Materials

il J H ] . KNOB: POM
] | - wi,\ FRAME: SPCC
Il w CONTACT: Silver clad
M L TERMINAL: Silver plated
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SK‘22 HOG—SG DPDT NON-SHORTING
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18 BTV - Specifications
R A
! i ! B CONTACT RATING: 0.3A @ 30 VDC
B i . ~f INITIAL CONTACT RESISTANCE: 30 m ohms max.
$ OMA m © } 50° TYP4
Lo \ INSULATION RESISTANCE: 100 M ohms min.
il . L o Ams N DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
. g 8 _PDEAL2:L terminals and between the frame and terminal.
= OPERATING LIFE: 10,000 cycles with load
A OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
2. TRAVEL: 4 = 0.3 mm
e _ m¢  OPERATING TEMPERATURE: -20°C to 70°C
4 TRAVEL - ]
’——-‘ KDETAIL2:1 Mate”als
—t KNOB: POM
[mum,
«© [ | oo - i FRAME: SPCC
=2 > T
Y I H CONTACT: Silver clad

K TERMINAL: Silver plated
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N 2012 Dimensions are shown: mm
M SCHRMATIC: PIERCING PLAN Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches
SK-23D05-G 2par

; W‘ Specifications

CONTACT RATING: 0.3A @ 30 VDC
e INITIAL CONTACT RESISTANCE: 30 m ohms max.
- INSULATION RESISTANCE: 100 M ohms min.

| DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
a5 | RO4 terminals and between the frame and terminal.

KDETAIL2:1 OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
M 250 + 100 gf (2.45 + 0.98N)
[N TRAVEL: 2 + 0.3 mm
2.2 T POETAL2:1 OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated
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SK-42D05-SG NS  4p21 NON-SHORTING

25 TYP4 = . .
= I~ Specifications
" comx $ i1 - CONTACT RATING: 0.3A @ 30 VDC

PIERCING PLAN

} 50° TYP4
!
T ~ INITIAL CONTACT RESISTANCE: 30 m ohms max.

04 -
RO INSULATION RESISTANCE: 100 M ohms min.

P DETAIL2:1 15 08
DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
0 TRAVEL: 2 £ 0.3 mm

KDETAIL2:1 OPERATING TEMPERATURE: -20°C to 70°C

S6
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2 TRAVEL

Ll m‘ . T ] "’J_H - Materials
;L[ )\ i KNOB: POM
s FRAME: SPCC
125 05 04 03

S — - CONTACT: Silver clad

1 ' - TERMINAL: Silver plated
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SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK-43D05-SG 4psr

8 Specifications
, CONTACT RATING: 0.3A @ 30 VDC

1
| m E CO| E m L. BTVRA P~ = INITIAL CONTACT RESISTANCE: 30 m ohms max.
_% %& I INSULATION RESISTANCE: 100 M ohms min.
BNy 3k —ﬁw TYP4 ﬁﬁ - DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
] Y=y terminals and between the frame and terminal.
N1 04 _I__ 4-R015 N\ . i
P8 — OPERATING LIFE: 10,000 cycles with load
o — P15 OPERATING FORCE: 200 # 100 gf (1.96 + 0.98N)
2 2 TRAVEL 300 + 100 gf (2.94 + 0.98N)
W b Lo TRAVEL: 2 + 0.3 mm
— 1N
- i '; L - — OPERATING TEMPERATURE: -20°C to 70°C
v T: ‘ o 0 Materials
s 22| 4 [2]2f2] 4 125 KNOB: POM
' v 56 FRAME: SPCC

CONTACT: Silver clad
TERMINAL: Silver plated
P37 212 |

ot
o

SCHEMATIC PIERCING PLAN

S K'42 H 03'G 4P2T NON-SHORTING

2 Specifications
, CONTACT RATING: 0.3A @ 30 VDC
m CO|AX m . '“ INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.
a ol AR DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
/<\_/ terminals and between the frame and terminal.
P . G- P DEWL25A OPERATING LIFE: 10,000 cycles with load
T TREL OPERATING FORCE: 200 # 100 gf (1.96 * 0.98N)
TRAVEL: 4 + 0.3 mm
JTA ':I | 2 ] “’]_‘H::__ OPERATING TEMPERATURE: -20°C to 70°C
r Materials
. 115 05 04 03 KNOB: POM
202 4 [2(2)|2] 4 25
i S o FRAME: SPCC
CONTACT: Silver clad
92129 TERMINAL: Silver plated
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. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK'22D28'G NS DPDT NON-SHORTING

us . Specifications
"
o CONTACT RATING: 0.3A @ 30 VDC
_ D o D ‘< > L INITIAL CONTACT RESISTANCE: 30 m ohms max.
005 ! | INSULATION RESISTANCE: 100 M ohms min.
e o‘e|o.e|0.e

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
2 TRAVEL KDETAL2:1 TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

FREE

PDETAIL2:1

G= p

\:\,;—miﬁ] m]m_ﬁ—@)] [ 3 Materials

w 1 | KNOB: POM

& e | FRAME: SPCC

0w CONTACT: Silver clad
25 TERMINAL: Silver plated
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SK-23D28-G NS 2p3T NON-SHORTING

s Specifications

|

O

o CONTACT RATING: 0.3A @ 30 VDC
OMA D <—> " INITIAL CONTACT RESISTANCE: 30 m ohms max.
n ws |Y | | 1 om INSULATION RESISTANCE: 100 M ohms min.
080, _ DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open

o

08 |0s [os I~
(1] RO =l terminals and between the frame and terminal.
POETALZ1

. M i OPERATING LIFE: 10,000 cycles with load
= 25
5 OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 + 1.47N)
KDETAIL2:1
(2,2, TRAVEL TRAVEL: 2 + 0.3 mm

I
| OPERATING TEMPERATURE: -20°C to 70°C

G
FREE

R05S

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated
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Dimensions are shown: mm
Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK-24D18-DG NS  2pat NON-SHORTING
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SK-24D28-G NS  2p41 NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
250 + 100 gf (2.45 £ 0.98N); 300 + 150 gf (2.94 + 1.47N)
TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
250 + 100 gf (2.45 + 0.98N); 300 + 150 gf (2.94 + 1.47N)
TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK'42D28'G NS 4P2T NON-SHORTING
165 Specifications

i CONTACT RATING: 0.3A @ 30 VDC
~ E COMAX — " INITIAL CONTACT RESISTANCE: 30 m ohms max.
or - INSULATION RESISTANCE: 100 M ohms min.
ol T ‘ ~ 1 DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
= i ROT e terminals and between the frame and terminal.
6: ;’& %I—I“ o OPERATING LIFE: 10,000 cycles with load
e PDETAILZ:1 15 OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)

2 TRAVEL RO5 TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

KDETAIL2:1

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated
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SK-43D28-G NS  4p3T NON-SHORTING

u5 Specifications

A CONTACT RATING: 0.3A @ 30 VDC
o INITIAL CONTACT RESISTANCE: 30 m ohms max.
- = OMAX = <*> ) .
=" = B INSULATION RESISTANCE: 100 M ohms min.

bk DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 + 1.47N)

TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C
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. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK-12F28-G NS 1p2T NON-SHORTING

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
=] e INSULATION RESISTANCE: 100 M ohms min.

o

7{ DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

Iﬁlﬁlﬁl OPERATING LIFE: 10,000 cycles with load

25 KDETAIL3: 1 —— OPERATING FORCE: 200 *+ 100 gf (1.96 + 0.98N)
TRAVEL: 3 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C
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3l ksl -:L_,-J "gﬁ'—\[ ¢ Materials
' UJ\ KNOB: POM
3 0 : i‘ 0 0% . FRAME: SPCC
- L2 CONTACT: Silver clad
n TERMINAL: Silver plated
1 2 < L |‘3_>|<3_>| 20155
&b &
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SCHEMATIC PIERCING PLAN
SK'22 F28'G NS DPDT NON-SHORTING
12 Specifications
A ~ ) CONTACT RATING: 0.3A @ 30 VDC
. - - w/ ||} = INITIAL CONTACT RESISTANCE: 30 m ohms max.
= = INSULATION RESISTANCE: 100 M ohms min.
ol il 15 DIELECTRIC STRENGTH: 500 VV AC (50-60 Hz) between open
= u . RS 5 terminals and between the frame and terminal.
6= P KDETALS:1 N OPERATING LIFE: 10,000 cycles with load
2 Jos|os]us| OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
TRAVEL 3 | PDETAIL10:1 TRAVEL: 3+ 0.3 mm

- ; OPERATING TEMPERATURE: -20°C to 70°C

' Materials
. 15 J 15 ‘N KNOB: POM
3

1.2

T
i

3
A4
l
.

1] 035 FRAME: SPCC
18 2 CONTACT: Silver clad
1 ) 18 TERMINAL: Silver plated
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»qy - 2-01.55 b
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SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series

Miniature Slide Switches

SK'23F28'G NS 2P3T NON-SHORTING
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SK-24F28'G NS 2P4T NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 150 + 80 gf (1.47 £ 0.78N)
200 + 100 gf (1.96 = 0.98N)

TRAVEL: 3 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
250 + 100 gf (2.45 + 0.98N)

TRAVEL: 3 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK-42F28-G NS  2p4T NON-SHORTING

Specifications
CONTACT RATING: 0.3A @ 30 VDC
INITIAL CONTACT RESISTANCE: 30 m ohms max.

2.5

|
S CEOMET N S — INSULATION RESISTANCE: 100 M ohms min.
o ] N DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
= Iﬁlﬁlﬁl terminals and between the frame and terminal.
-, Vk POFALE:T AL OPERATING LIFE: 10,000 cycles with load
K DETAIL 25:1 OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
AL 250 + 100 gf (2.45 + 0.98N)

. TRAVEL: 3 £ 0.3 mm

B
L jlltf - ﬁ]- [ o OPERATING TEMPERATURE: -20°C to 70°C
e N N w
o 0 /N Materials

12

P
|

- sl lslals 02355 KNOB: POM
’ : FRAME: SPCC
2 CONTACT: Silver clad

TERMINAL: Silver plated

+

g
.
20155 12008 <

SCHEMATIC PIERCING PLAN

SK'12H04'G NS 1P2T NON-SHORTING

15 Specifications
CONTACT RATING: 0.3A @ 30 VDC

| INITIAL CONTACT RESISTANCE: 30 m ohms max.
WMAlx %o INSULATION RESISTANCE: 100 M ohms min.

T DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
ah terminals and between the frame and terminal.
—I—Iﬁ OPERATING LIFE: 10,000 cycles with load
VM oL L5 1 OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 4 £ 0.3 mm

4 TRAVEL OPERATING TEMPERATURE: -20°C to 70°C

65

FREE

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated
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SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series

Miniature Slide Switches

SK—22HO4‘G NS DPDT NON-SHORTING
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SK—22H24‘G NS DPDT NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 4 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ochms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 £ 0.98N)
TRAVEL: 4 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK'22H44'G NS DPDT NON-SHORTING

138 Specifications

. CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
v/ , INSULATION RESISTANCE: 100 M ohms min.

1 DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
R TYP4 terminals and between the frame and terminal.
P

PDETAL2:1 13 \M OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 * 150 gf (2.45 + 1.47N)
4 TRAEL LDEEI;ZH TRAVEL: 4 + 0.3 mm
. OPERATING TEMPERATURE: -20°C to 70°C

65

COM

18

35

FREE

(1)

“] Materials
KNOB: POM
FRAME: SPCC
CONTACT: Silver clad
B |04 TERMINAL: Silver plated

12

1 / {Jd—rd—\%_-

py B0
N\ M
—Sp— 8-008 N
Ly 201%

SCHEMATIC PIERCING PLAN

SK-23D04-G 2par

. Specifications

- WMl CONTACT RATING: 0.3A @ 30 VDC
& INITIAL CONTACT RESISTANCE: 30 m ohms max.
o T INSULATION RESISTANCE: 100 M ohms min.
- . DIELECTRIC STRENGTH: 500 V AC (50-60 Hz)_between open
e \5/\ VI terminals and between the frame and terminal.
: PDETAIL2:1 OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 + 1.47N)

) , TRAVEL: 2 + 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C
Materials
KNOB: POM
—— SR FRAME: SPCC
2-2 CONTACT: Silver clad

TERMINAL: Silver plated

2 2 TRAVEL

@ S &
4011 /

SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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138

2P3T NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 + 1.47N)

TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 £ 1.47N)

TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

S K'23D44'G K 2P3T NON-SHORTING AND SHORTING

- o ! Specifications
3 bow‘x CI ) CONTACT RATING: 0.3A @ 30 VDC
= INITIAL CONTACT RESISTANCE: 30 m ohms max.
el N 1 Lv/ < INSULATION RESISTANCE: 100 M ohms min.
k pDE DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
6= e AN N\ A4 terminals and between the frame and terminal.
d 113 OPERATING LIFE: 10,000 cycles with load
2 2 TRMEL LDETAIL2:1 OPERATING FORCE: 250 * 150 gf (2.45 + 1.47N)
300 + 150 gf (2.94 + 1.47N)
TRAVEL: 2 + 0.3 mm
- - OPERATING TEMPERATURE: -20°C to 70°C
- T Materials
E KNOB: POM
3| B L 0 FRAME: SPCC
25 CONTACT: Silver clad
TIMING: § TERMINAL: Silver plated
©® == @ NON-SHORTING P
@ == O SHORTING 12
1 2 3
/ 4 22
N
N U
®y = 2‘ ©
TTIIT SN &
M N\ 20135
SCHEMATIC PIERCING PLAN

SK-24D04-G zpar

165

Specifications

2 comt ,' CONTACT RATING: 0.3A @ 30 VDC
! - r 1?, INITIAL CONTACT RESISTANCE: 30 m ohms max.
ol T~ - i~ Ih ‘ INSULATION RESISTANCE: 100 M ohms min.
—I—I«—l DIELECTRIC STRENGTH: 500 V AC (50-60 Hz)_between open
\—/‘\ 150 | TYP4 terminals and between the frame and terminal.
= — 5 : KDETAL3:1 PDETAIL2:1 OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N

250 + 150 gf (2.45 + 1.47N); 300 + 150 gf (2.94 + 1.47N)
TRAVEL: 2 + 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

2 2 2 TRAVEL

\
]

L
4
5

112
1
|
55

AT Materials
, / KNOB: POM
11, — ) o FRAME: SPCC
15 CONTACT: Silver clad
25 TERMINAL: Silver plated

16

B o

SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change

1-83 www.ck-components.com

P-4T

N
N




SK Series

Miniature Slide Switches

S K'24 D24 1P3T NON-SHORTING
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SK-12D04-G NS  1p21 NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 + 1.47N)

TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 *+ 0.98N)
TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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SK-12D07-G NS PA  1p21 NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC
INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)

TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: PA

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC
INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 # 100 gf (1.96 + 0.98N)
250 + 100 gf (2.45 + 0.98N)

TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: PA

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK-14D01-G 1par

Specifications

CONTACT RATING: 0.3A @ 30 VDC

) INITIAL CONTACT RESISTANCE: 30 m ohms max.
< INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.
- P g OPERATING LIFE: 10,000 cycles with load
e OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
PDETAIL2:1 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

G
FREE

@
"

2.2 2 TRAVEL

47

ff:,“

Materials
04 05 < ) B} KNOB: POM
—H— FRAME: SPCC

CONTACT: Silver clad

TERMINAL: Silver plated
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6-908

SCHEMATIC PIERCING PLAN

SK-14D07-VG PA 1par

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

w6 — 2] e OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 # 100 gf (1.96 + 0.98N)
250 + 100 gf (2.45 + 0.98N)
2,2,2 TRAVEL TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

1
|
:'Wi’ ¥ 'WE , Materials
5 KNOB: PA (UL94-V0)

04 05 K -
s FRAME: SPCC
| CONTACT: Silver clad
uz u2 TERMINAL: Silver plated

43
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| 2
=

\G
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\V
D
AV

yan)

\

5008
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PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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Miniature Slide Switches

SK-22D07-G NS PA  bpDT NON-SHORTING

86 Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
% terminals and between the frame and terminal.

KDETAIL2:1 PDETAL2 1 OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

7S
|

16
28

FREE

|
_EZE < t Saloe | = Materials
L} o~ 1 s KNOB: PA (UL94V-0)
04 05 L - FRAME: SPCC
12]2] ‘2_5'\10 CONTACT: Silver clad
82 TERMINAL: Silver plated
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SCHEMATIC PIERCING PLAN

S K'22 H O7'VG DPDT NON-SHORTING

126

Specifications

CovAX CONTACT RATING: 0.3A @ 30 VDC
3 INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.
Il 2|# DIELECTRIC STRENGTH: 500 V AC (50-60 Hz)_between open
*~| ” " terminals and between the frame and terminal.

) Va= KDETAI'Ls OPERATING LIFE: 10,000 cycles with load
1
‘ OPERATING FORCE: 200 * 100 gf (1.96 + 0.98N)
4 TR TRAVEL: 4 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

:L‘ ’F d Materials

04 g F KNOB: POM

1, ” 3 FRAME: SPCC

K CONTACT: Silver clad
TERMINAL: Silver plated

28

20125

Jany
N
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NP

-
ilfil

SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK Series
Miniature Slide Switches

SK-23D09-G 2zpar

126

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)

COMAX

Y
i
G
FREE

250 + 100 gf (2.45 + 0.98N)
f } 0 ~ TRAVEL: 2 £ 0.3 mm
i -
P OPERATING TEMPERATURE: -20°C to 70°C
S 04 ] .
W 2 3 Materials
422 2 K KNOB: POM
122 FRAME: SPCC
-3 122 CONTACT: Silver clad
422 TERMINAL: Silver plated
q 9 3 |—_7 2-01.25
/ & O—O—D—1+
. D Fah
B U U
D D—D—D
RS -/
SCHEMATIC PIERCING PLAN

SK-24D02-G 2zpat

146

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
2,22 TRAEL TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

COMAX

68

0.6

| TYP2
P25:1

G
FREE

:IV T = Materials

o o KNOB: POM
°‘5 1 \3 FRAME: SPCC
K CONTACT: Silver clad
TERMINAL: Silver plated

1 23 4 I‘I‘I.I.I.I 20125
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. Dimensions are shown: mm
M Specifications and dimensions subject to change
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Miniature Slide Switches

SK—24DO7—VG NS (S) 2P4AT NON-SHORTING

146

Specifications
CONTACT RATING: 0.3A @ 30 VDC

1
| NN
_H‘jLX - » < | INITIAL CONTACT RESISTANCE: 30 m ohms max.
I i

INSULATION RESISTANCE: 100 M ohms min.
I DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open

68

\G
FREE

04

R4 /| 12 terminals and between the frame and terminal.
— K251 OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 350 * 150 gf (3.43 + 1.47N)
22 2 TRAEL TRAVEL: 2 + 0.3 mm
Ll OPERATING TEMPERATURE: -20°C to 70°C
[T | [ —_
:IW . : SR | = Materials
T WE o ™ = KNOB: POM
n s “ - FRAME: SPCC
214 122 125 | K CONTACT: Silver clad
142 TERMINAL: Silver plated

2P-47

1 /2_/37 4 S _.__.’I 20125

w e —
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T T
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10-90.8

SCHEMATIC PIERCING PLAN

SK'42DO7'G NS 4P2T NON-SHORTING
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Specifications

w - CONTACT RATING: 0.3A @ 30 VDC
INITIAL CONTACT RESISTANCE: 30 m ohms max.
~ ot @ .I E INSULATION RESISTANCE: 100 M ohms min.
— —H% DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
el e e K DETAIL 81 terminals and between the frame and terminal.
o Z 125403 ) OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 250 * 100 gf (2.45 = 0.98N)
TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

>

TRAVEL P DETAIL 8:1

{ K Materials
: o n KNOB: POM
2|2 |2 |2 |2 25 FRAME: SPCC
3 64 CONTACT: Silver clad
TERMINAL: Silver plated

07
®

. ) 24 | 2 2 2 2 2
:
AV U U AV
77717 o Fa—

SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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SK'12D26‘G 65 NS GY 1P2T NON-SHORTING
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 20 m ohms max.
INSULATION RESISTANCE: 500 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 200 + 100 gf (1.96 = 0.98N)
TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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Specifications

CONTACT RATING: 0.3A @ 30 VDC
INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

R05

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 = 1.47N)

TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

PDETAIL3:1 KDETAIL1.5:1

[
[
>
©

2 2 TRAVEL 85

A B|C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

115

1P-37 2 02 2 2
201.55

1.25
f;j

D
U

¢ 5008

SCHEMATIC PIERCING PLAN

SK'22D27'G NS DPDT NON-SHORTING

15 Specifications

M 1 CONTACT RATING: 0.3A @ 30 VDC
» ~

FREE
3
]

INITIAL CONTACT RESISTANCE: 30 m ohms max.
. RO7 e
TYP3 DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
15 terminals and between the frame and terminal.
17 R05
6= |4 P KDETAIL5: 1
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
115 TRAVEL: 2 + 0.3 mm

INSULATION RESISTANCE: 100 M ohms min.
PDETALS:1
OPERATING LIFE: 10,000 cycles with load
) TRAVEL 08 07 o o
OPERATING TEMPERATURE: -20C to 70C

All|B
2 J] [ o Materials
5 —d .|~ KNOB: POM
J. \ﬁ )\ FRAME: SPCC
B 035 K

CONTACT: Silver clad
TERMINAL: Silver plated

_ .05 s
25

20155

T

SCHEMATIC

GzK

PIERCING PLAN
Dimensions are shown: mm
Specifications and dimensions subject to change
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

W DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
— s h KDETAIL15:1 terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
105 OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
2 TRAVEL ‘ TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

L

G
FREE

®
n

4 L Materials
u KNOB: POM
= 05 Los FRAME: SPCC
.z.lJ CONTACT: Silver clad

TERMINAL: Silver plated

N N -
22T U N\ B
W 29155 / 6-00.8 /
SCHEMATIC PIERCING PLAN
SK-23D37-G NS  2pr3T NON-SHORTING
145 12
w/ ||| 5l] - Specifications
A covm—I—
- = = i LS CONTACT RATING: 0.3A @ 30 VDC
RN 15 \—> INITIAL CONTACT RESISTANCE: 30 m ohms max.
w RO5 1
Mk - p— s | | | |2 INSULATION RESISTANCE: 100 M ohms min.
T 26]08]08 DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
6= 125 | P PDETAL3 1 terminals and between the frame and terminal.
— OPERATING LIFE: 10,000 cycles with load
85 OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
1 300 + 150 gf (2.94 + 1.47N)
- _ﬂm_ TRAVEL: 2 + 0.3 mm
E| - r -] OPERATING TEMPERATURE: -20°C to 70°C
1 oos . Materials
- 22|22 T KNOB: POM
u FRAME: SPCC
CONTACT: Silver clad
»-a y TERMINAL: Silver plated
17 e |L|L|L|L|
¢d, .L & b o an D sl
c 0 T s R s e |

20155 10008

SCHEMATIC PIERCING PLAN

. Dimensions are shown: mm
M Specifications and dimensions subject to change
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 * 100 gf (2.45 + 0.98N)
TRAVEL: 4 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 4 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
350 + 150 gf (3.43 £ 1.47N)

TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 200 + 100 gf (1.96 + 0.98N)
300 + 150 gf (2.94 + 1.47N)

TRAVEL: 2 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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Specifications
s CONTACT RATING: 0.3A @ 30 VDC
s “°M|AX 05 INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
_I_; terminals and between the frame and terminal.

e OPERATING LIFE: 10,000 cycles with load
PDETALZ:1 OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 4 + 0.3 mm
| OPERATING TEMPERATURE: -20°C to 70°C
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Specifications
| 5 CONTACT RATING: 0.3A @ 30 VDC
=] \,ON!AX 05 INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
-l— terminals and between the frame and terminal.

——— OPERATING LIFE: 10,000 cycles with load
4 TRAEL B OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
ik TRAVEL: 4 + 0.3 mm

il OPERATING TEMPERATURE: -20°C to 70°C
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12 | “ - Materials
N 1 " KNOB: POM
i FRAME: SPCC
i1 CONTACT: Silver clad
il TERMINAL: Silver plated
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. Dimensions are shown: mm
M Specifications and dimensions subject to change
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 4 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
350 + 150 gf (3.43 + 1.47N)

TRAVEL: 4 + 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated

Dimensions are shown: mm
Specifications and dimensions subject to change
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Specifications

| CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

M= — OPERATING LIFE: 10,000 cycles with load

OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
350 + 150 gf (3.43 £ 1.47N)

TRAVEL: 2 £ 0.3 mm

OPERATING TEMPERATURE: -20°C to 70°C
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KNOB: POM
FRAME: SPCC

CONTACT: Silver clad
TERMINAL: Silver plated
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| M Specifications

| 2.
2 CoMeX 3 . CONTACT RATING: 0.3A @ 30 VDC
‘ INITIAL CONTACT RESISTANCE: 30 m ohms max.
<| & dh INSULATION RESISTANCE: 100 M ohms min.

_I_ 1 DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
T4 terminals and between the frame and terminal.

A PDETAIL5:1
OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 250 + 100 gf (2.45 + 0.98N)
350 + 150 gf (3.43 + 1.47N)
TRAVEL: 2 + 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

Materials
KNOB: POM
4 FRAME: SPCC
7 CONTACT: Silver clad
TERMINAL: Silver plated
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Dimensions are shown: mm
Specifications and dimensions subject to change
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Specifications

CONTACT RATING: 0.3A @ 30 VDC

INITIAL CONTACT RESISTANCE: 30 m ohms max.
INSULATION RESISTANCE: 100 M ohms min.

DIELECTRIC STRENGTH: 500 V AC (50-60 Hz) between open
terminals and between the frame and terminal.

OPERATING LIFE: 10,000 cycles with load
OPERATING FORCE: 150 * 50 gf (1.47 + 0.49N)
200 + 100 gf (1.96 + 0.98N); 250 + 100 gf (2.45 + 0.98N)
TRAVEL: 2 £ 0.3 mm
OPERATING TEMPERATURE: -20°C to 70°C

Materials

KNOB: POM

FRAME: SPCC
CONTACT: Silver clad
TERMINAL: Silver plated
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Dimensions are shown: mm
Specifications and dimensions subject to change
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